The Ideal Screen for 


All Types of 
WINDOWS 


Model Homes Include 


Rolscreens 


Lehigh Portland Cement Prize 
Kansas City. 


New York Herald-Tribune Model Home, 
Phelps Manor, New Jersey. 


COPYRIGHT 1928 PRINTED IN U.S, A 


Resi 
Ralph Rollins, of the Rollins Hosiery 


Rolscreens are always in perfect harm 
They do not mar or detract from 


Rolscreens supply that refinement and g 
dow screens—at the same time adding d 


REATORS of beautiful architecture and hand- 
some interiors value the almost invisible 
Rolscreens which are built in with the windows 
and decorated to harmonize—no unsightly tracks, 
bunglesome frames or casement operators to mar 
the beauty of the sills. 


| Rolscreen Comp 


e of 
s (Rolscreened), Des Moines, Iowa. 


‘with the architect’s window effects. 
ie charm of handsome interiors. 


taste that has long been needed in win- 
ed conveniences to a practical necessity. 


OLSCREENS are practically concealed and 
the special non-rust AluminA cloth allows 

a clearer vision. Rather than detract from the 
beauty of the windows, Rolscreens have been 
designed to be just as inconspicuous as possible. 


y + Pella; Iowa 


Rolscreen Construction Rols Creens Rolscreens 


The non-rust AluminA 
screen rollsin to a metal 
housing 27%” square on to 

a metal roller encasing a 
heavy oil-tempered coiled 
spring, manufactured in 

the Rolscreen factory 

and thoroughly lubricated. 
patented floating action of roller 
eliminates “drag” of screen wire 
on lower edge of box. Lips on 
ends of guides coacting with 
housing insure accurate in- 
stallation. 


Rolscreens Will 
Not Sag or Bag 


Rolscreen wire is always held 

tight and will not sag or bag with 

use because it is stretched by 

the tension of the spring in the housing 
and is held at the sides by the jaws of 
the guides which grip lugs in the edges 
of the wire. Blocks on ends of cross 
bar are frictionally engaged by the 
guides. This construction insures 
proper alignment of the screen and 
perfect operation. 


RolscreensLatchAutomatically 


Pulled down, Rolscreens are securely 
locked on window sills by spring 
catches {accessible only from inside}. 
When catches are released, the screen 
automatically rises about half its length 
to a point which makes the window 
easily accessible. 


RolscreenFeaturesarePatented — SpecialChannelsmaybeused, Section of Rolscreen 


allowing easy Rolscreen guide set between two 


Protect Draperies 


Rolscreens are in- 
stalled on the inside. In- 
side screening has many 
advantages. Thescreen is 
easily accessible, and at a 
touch is raised for oper- 
ating or washing windows. 
It does not gather dirt,and 
offers year round protec- 
tion to draperies, which 
in many cases cost more 
than the combined 
window and screen. 


Rolscreens are 
Practically 
Indestructible 


If the screen wire acciden- 
tally receivesa blow hard 
enough to tear or bag the 
ordinary screen, the lugs 
in the selvages of the 
screen are released at the 
sides without injuring the 
wire. Upon pulling all 
of the released lugs toward 
you, raising the screen 
and again lowering it, the 
lugs automatically re-enter 
the guides and the screen 
is stretched in its normal 
position. 


Materials 


Rolscreens are con- 


Those things which have made installation directly in plaster moulds showing method structed of lead-coated, 
Rolscreens practical, and have lead without using wood trim or of installation where no terne-plate metal, which 
to their adoption and use by thousands screws. Screens are easily preparation for Rolscreens forms a perfect bond for 


and quickly 


of Owners, Builders and Architects, J onoved. 


each year, are exclusive and patented. 
They are found only in Rolscreen 
construction. 


Rolscreen Costs 


The cost of Rolscreens compares favorably with that of good 
quality wood frame screens which require special hardware. 
If “Under-screen” operators are used, which are not needed 
with Rolscreens, Rolscreens cost less. Rolscreen prices are 
published and are uniform throughout the U. S. A. 


installed or has been made. 


paint. The screen wire is 
16 mesh, rust-proof, Al- 
uminA, woven with dou- 
ble selvage. 


Rolscreen Installation 


Rolscreens can be installed either during course of construc- 
tion or after the building is completed. If simple preparations 
for Rolscreens are made, the installation can be accomplished 
in 20 to 30 minutes per window by any carpenter of average 
ability. 


Rolscreens are permanent and their installation simple and inexpensive. They require no storing, 


painting or repairing. Merely raising, completely conceals and protects Rolscreens. 


A Few of the Thousands of Ralverei bes Apartments, Hospitals and Homes 
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~_ 
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Belvedere Apartments, 
Cincinnati, O. 


tee | 


George A. Scoville, Residence, 
Rochester, N. Y. 


-_ Art Centre Apartment, 
Detroit, Michigan. . 


ospital, Des Moines, Ia. 


Rolscreens Are “Year-Round” Conveniences 


—, 


They eleminate the 
seasonal screening 
NULSANCES 


Spring — 


That task and expense of spring— 
hauling out window screens to be 
repaired, repainted and hung is 
eliminated with Rolscreens. 


They require no more attention than 
the window itself. 


~~, Summer 


Rolscreens offer a freedom of your 
window openings that means con- 
veniences to the house manager, 
especially in washing windows 
and during house cleaning. 


‘i E are delighted 


with our Rolscreens! 


They are always 

in the windows, 

scarcely visible 

when pulled down 

and completely 

hidden when up. 

Being onthe inside, 

my windows, 

draperies and 

screens are much 

cleaner. They 

never sag or bag 

because of special 

Rolscreen feat- 

ures. If you buy 

or build be sure 

to insist on an a F 3 
Fall —~ Rolscreens.”” - “ Wanter 

With winter come black, dirty sills and frosted panes 


In the fall, what a relief to merely touch the Rolsceens to ruin expensive draperies if a little ventilation is 
—sending them up into their hidden protection for the cold desired. Rolscreens, lowered, protect them. Another 


season. Again a saving of labor expense. important saving. 


—— 
-Rolscreens do not detract from beautiful windows 


Cimo Engraving Corporation, _ : / : 
Meriden, Conn. : : _ a Charles Hutton, Residence, 


Pittsburgh, Pa. 


Thomas K. Windham, 
Residence, 


Atlanta, Ga. 


A. F. Jorss, Residence, C. W. Moore, Residence, 
Washington, D. C. Knoxville, Tenn. 
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H” DIMENSION TAKEN’ TO THESE POINTS. 
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“PLAST EX:CHANNEL- 


W DIMENSION TAKEN TO THIS POINT. 


“LOCKING 
“BAL: 


Bains oe FINISH 


+ SIZE » SECTIONS , 


* DETAILING: INFORMATION » 


THESE DETAILS ARE MERELY SUGGESTIONS. THEY CONVEY 
THE BASIC IDEA OF ROLSCREEN INSTALLATION ANDO THE MAN- 
NER JN WHICH ROLSCREEN SIZES ARE DETERMINED. A RULE 
THAT MUST BE STRICTLY OBSERVED 1S THAT THE “W" DI- 
MENSION (BACK To BACK OF 3/4x 23/2" STOP) BE A“FULL INCH” 
DIMENSION» IN OPENINGS WIDER THAN S-{" USE TWO OR MORE 
ROLSCREENS WITH MULLIONS AS SHOWN 

ROLSCREENS ARE BUILT ONLY IN FULL INCH WIDTHS 
“W FROM O-\{" To S'-1" WIDE INCLUSIVE, 

THE “H” DIMENSION (TOP OF FINISHED SILL TO TOP OF ROL- 
SCREEN BOX MAY BEANY FRACTIONAL INCH UP To 4G" 

AT LEAST V4" OF LOWER FRONT EDGE OF BOX MUST BE 
LEFT OPEN TO ALLOW RE-ENTRY OF SCREEN WIRE WHEN 
KNOCKEO OUT OF GUIDES. 

WHEN DETAILING INDICATE ROLSCREEN W~ DIMENSION 
CLEARLY ON DRAWINGS FOR GUIDANCE OF CONTRACTOR OR 
MILL IN BUILDING WINDOW FRAMES. THIS INSURES PER~ 
FECT FITTING WHEH ROLSCREENS ARE INSTALLED. 

ROLSCREEN OFFICES EVERYWHERE ARE PREPARED 
TO RENDER SPECIAL DETAILING ASSISTANCE. 

IN ORDERING GIVE “Ww ae DIMENSIONS AS INDICATED. 
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DETAIL - SHOWING 
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ROMS CELENESIOCKe or are 
| W DIMENSION (BACK TO BACK OF 3/4 X 2%)" STOPS) 


PLASTER CHANNELS COMPLETE ARE $1-00 PER PAIR F.O.B. FACTORY. 
ACTUAL WIDTH OF SCREEN WIRE JS 2" LESS THAN W" DIMENSION. 
H’.CAN BE ANY DIMENSION UP To TG" AND SHOULD BE GIVEN 
EXACT WHEN ORDERING. PRICESARE DETERMINED Oey WO ONE 
ALL BITES ARE CARRIED IN STOCK FOR LIME DIATE SHIPME 
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- DETAIL - SHOWING - 
Rolscreens 


For Steel Casements in Brick Veneer, 
with Wood Trim 


Installation with Wood Trim 

The wood trim installation follows 
the general idea of the plaster return. 

The %”x2%” stops onto which the 
guides are fastened and which sup- 
port the Rolscreen box are removable, 
making it possible to remove a Rol- 
screen in a few minutes in case of 
accidental damage. 


- DETAIL - SHOWING’ 
Rolscreens 
For Steel Casements, Set in Plaster, 
without Wood Trim 

Metal channels are furnished com- 
plete at $1.00 per pair, f.o.b. factory. 

Channels can be nailed or set in 
Plaster of Paris and plumbed to 
proper dimensions also serving as 


plaster grounds. 
“W’’ dimension (back to back of 
“full inch’’ 


channels) to be any exact 
dimension, from 0/-11” to 5/-1”, 
inclusive. 
Standard ROLSCREEN—-Sizes for Browne Windows 
Browne Windows are satisfactorily screened with ROLSCREENS. Guides 
must be set out 4” from sash instead of the customary 214" to allow screen 
box to clear center bar. Wide Browne Windows are screened by fixing 
solid wood mullion or steel mullion to center bar and using two ROLSCREENS. 
Standard ROLSCREEN—Sizes for Campbell Windows 
ROLSCREENS are installed on the inside of Campbell Solid Metal Double 
Hung Windows. Special ROLSCREEN guides with shelf angle for supporting 
ROLSCREEN box are furnished. These guides are attached to steel window 
jambs and mullions. Special details are furnished by the ROLSCREEN Co. 


Standard ROLSCREEN—Sizes for Crittall Standarized Casements 


Detail No. W Dimension 
ee: 


@@@®| 0-11” Wide Unit: | 1’-734"” Wide Unit 

W =0’-11” W = 1’-8” 
Combinations of Like Units Using One Screen Overall 
@@@| 2 Units 0’-11” |2 Units 1’-734"|3 Units 1’-73%” 
WideW = 1’-10”| Wide W = 3’-3"”|WideW=4'-10” 


H Dimension *CRITTALL- 
@@®@®j| Types 22, | Types 52 | Types 82 | Types 112 |JAMD-DETAIL- 
24 & 27—H| & 57—H | & 87—H | & 117—H 
= 2'-234" | =3'-134" =4'-114" =5'.054" 


Standard ROLSCREEN—Sizes for Fenestra Steel Casements 
Detail No. W Dimension 
@@@®| 1 Lt. WE Unit (20: Mice Unit |4 Lt. Wie Unit | 6 Lt. Wide Unit 
W= | We ee | W= | W =4'-7" 
Coaiuinations of a Units Using One Sarcen Overall 
OOO 2 ies ae Wide | 2 Units 2 Lts. Wide 3 Units 2 Lts. Wide 
=2’.2" 
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DETAIL - SHOWING - 


Rolscreens 
For Wood Casements in Brick Veneer, 
with Wood Trim 


Installation with Wood Casements 


Rolscreens are ideal for wood case- We 
ments and can be adapted to any 
type of construction. 


DETAIL - SHOWING: 


Rolscreens 
For Double Hung Windows 
Installation with Double-Hung 
Windows 
recommend that  Rolscreens 
always be installed on the inside of 
double hung windows. 


Rolscreens are economical, because Inside screening has many advan- 
no ‘‘under screen’’ operators are tages: Screens kept clean, draperies 
needed. p Ff protected from being drawn outside 

Write for special details for ‘‘Hoff- the window and soiled, no dirty win- 


dow caused by rain beating thru the 
screens, they are always accessible 
winter or summer. 


man’’ type wood casements. 
“‘W’’ dimension must be an exact 
“full inch’’ width. 


Standard ROLSCREEN—Sizes for Lemmco Steel Casements 

Detail No. W Dimensions 

@@@®| 2 Light Wide Units 4 Light Wee Units 

W =1’-8" W =3’-4" 

Combinations of Like Units Uaing One Screen Overall = 

2 Units, 2 Lights Wide—W =3'-4" | 3 Units, 2 Lights Wide—W =S’-0" 

ae Dimension 
@@®@®| Type | Type. B pe C Type D | Type 13) 1] Type F - 
ist = Pingel He 144” He rr 1" H =5'-0%" | H =5’-234"| H =6'-214 
Standard See Sizes for Lupton Steel Casements 

Detail No. W Dimension : 

@@®@®| 1 Lt. Wide Units |2 Lt. Wide Units |4 Lt. Wide Units |6 Lt. Wide Units 
W =0’-11" W =1'-8" Wi Ssiese W =4'-10" 
Combinations of Like Units Using One Screen Overall 

2 Units, 1 Light Wide | 2 Units, 2 Lights Wide : Units, 2 Lights Wide 

W =1'-10" W =3'-4" W =5'-0" 


6 Light Wide Units 
W =5’-0" 


O@©® 


H Dimension 
@|2 Lights High |3 Lights High ig 

ee jf MW =2-134" H=3'-134" H =4¢’- one H =5’-2 7%" H=6" ae 

Standard ROLSCREEN Sizes for Stanwin Steel + 

Detail No. W Dimension 

O@O® 2 Light Wide Units—W =1'-7’ 

Combinations of Like Units Using One Screen Overall 


W =3'-2" W =4'-10" @®@@®| 2 Units, 2 Lights Wide—W =3’-3” |3 Units, Lights Wide—W =4’-11” 
H Dimension H Dimension 
@@O@®| 2 Lae en 3 Lts. High | 4 Lts. High | 5 Lts. High | 6 Lts. High @@@®| 2 Lights High 3 Lights High 4 Lights High 5 Lights High 
Uy 334" H=3'-4"_ | H=4'-444" | H=5'-414" sh H =2'-244" H =3'-134" Bata" H =5'-034" 


oe ROLSCREEN— Sizes for Hope Steel Casements 
Detail No. W Dimension 
@@@! 2 pete ye Units | 4 Light Wide Units 6 Light Wide Units 
Ee W =3'-3" W =4'-11" 
Combinations of Like Units Using One Screen Overall 
@@®@®| 2 Units 2 Lts. Wide Ea.—W =3’-4” |3 Units 2 Lts. Wide Ea.—W =5’ 0” 
H Dimension 
@@@®| e LS. hee | 3 Lts. High | 4 Lts. High | 5 Lts. High | 6 Lts. High 
| 24" | H=3'-1%" | H=4'-13%" | H=5'-21%" | H=6'-134" 
Scanian ROLSCREENT SL for International ‘Cotswold’’ Casements 
Detail No. W Dimension 


| 1Lt. Wide |2 or 3 Lt. Wide!4 or 6 Lt. Wide 
@®®@®|UnitsW=0'-11"| Units W =1'-8"| Units W =3’-3" 
Combinations of Like Units Using One Screen Overall 
2 Units, 1 Light |2 Units, 2 or 3| 3 Units, 2 or 3 

®@® Wide, Ea. Lights Wide | Lights Wide 

W =1’-10" W =3'-4" W =5’-0” 
H Dimension 

Type 22 | Type 23 | Type 14, 24, | Type 25 
@®@®®|or 33—H |or 34—H 26 or 36 or 37—H 
= 2'-214%"| =3'-1)%" H =4'-13%" = 5/-0%" 


Standard ROLSCREEN Sizes for Thorne Steel Casements 
Detail No. W Dimensions : : 2 
@@®@|1 Light Wide Unit | Be ose Naar |6Light WideUnits 
W =0’-11” | WwW W =3’-3” | W =4'-10' 
Combinations of Like Units Using One Screen Overall 
1 Unit, 2 Lights Wide re Units, 2 ee Wide |3 Units, 2 Lights Wide 
wae 1’-8” Ws | We 5'-0" 
Ly Dino 
¢ 2 Lights High |3 Lights High \4 Lights meh 5 Lights High |6 Lights High 
OP eon | Wea | Wea H =5'-05¢" | H=5'-11%4" 
Standard ROLSCREEN Sizes for Truscon ae Casements 
Detail No. W Dimension 
@®@®@®|1 Lt. Wide Unit | 2 Lt. Wide Unit | 4 a Wide Unit 
We=1'-1’” W=1’-7’ Wi i8ie18 
Combinations of ne Units Using One Screen Overall 


@O@® 


6 Lt. wie Unit 
W =4'-7" 


@O@O® 2 Units 1 Lt. Wide | 2 Units 2 Lts. Wide 3 Units 2 Lts. Wide 
W = 2/-2" | W = 3-2" W =4'-10" 
Dimension 
@@®@®| 2 Lts. High | 3 Lts. High 4 Lts. High 5 Lts. High 6 Lts. High 
H= 2’-33" | H=3'-4” | H=4’-417" | H=5'-414" H=6'-2" 


Double Hung Windows Should Be Rolscreened 


Rolscreens answer the need for modern convenience and archi- 
tectural harmony with this type of window and offer all the advan- 


tages of inside screening. 


Rolscreen Guarantee 


Rolscreens are guaranteed against 
defects in workmanship or ma- 
terial and to operate perfectly over 
aten year period. A new screen 


will be furnished free of charge for 
any failing under this guarantee. 
This does not cover damage or 
abuse to the screen or any other 
condition beyond the control of 
the manufacturer. 


Rolscreen Policy 


The hidden values received 
by Rolscreen owners are based 
upon the policy of the com- 


pany to build a product of 
marked excellence. represented 


truthfully, and to follow every 
installation with interest and a 
pledge of satisfaction. 


ROLSCREEN CoO. 


PELLA + + IOWA 
NEW YORK BOSTON CHICAGO 
PHILADELPHIA BALTIMORE DETROIT 
INDIANAPOLIS MILWAUKEE CINCINNATI 
KANSAS CITY DALLAS DES MOINES 
OKLAHOMA CITY CLEVELAND BIRMINGHAM 


Dealers Everywhere 


